
Skyrich LiFePO4 battery "HJTZ14S-FP / HJTZ14S-FPZ"
maintenance-free, pre-tensioned, with plug-in washers

Z = solid brass connections, waterproof

BMS technology (Battery Management System)

Powerful, safe, long service life

More than 2,000 charge cycles possible, approx. 65% lighter than lead-acid batteries, fuel-efficient, fast charging possible in 6 minutes, environmentally

neutral, lithium iron phosphate LiFePO4 as cathode material. Can be installed in any orientation, even upside down.

Spacers, washers, or foam mats to adapt to the original battery compartment size are included.

(Please use only charging devices suitable for lithium batteries!)

RRP: €301.40

Basic Data

Supplier Article Number: HJTZ14S-FPZ

EAN 6971475470671

MSRP: €301.40

WEEE registration number DE92509320

SB-Article No

Brand/Supplier Skyrich

Unit of measure: PIECE

Weight 1.6 kg

Technical Data

Bleeding without

Capacity 10 Hr 8.0 Ah

Cold start current CCA 480 A

Design MTF , ready-to-use

Energy 96.00 Wh

Height 110.0 mm

Length 150.0 mm

Minus pole front right

Plus pole front left

Range of application motorcycle

Screwing M6

Variant Article

Voltage 12V

Width 87.0 mm
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