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Unibat Battery "CTZ10S / CTZ10S-BS"

FA, sealed

Unibat FA Batteries, (factory activated)sealed

@ HARTIE

Made from a particularly durable lead-calcium alloy, completely maintenance-free Thanks to modern AGM technology, safe against leakage, guarantees

high amperage and maximum state of charge, long service life thanks to the use of high-quality cell separators and glass fiber mats, the batteries are

already charged and ready for immediate useThe batteries are activated at the factory, guaranteeing maximum performance, more starting power and

charging cycles.
RRP €64.22

Basic Data

Supplier Article Number:

EAN

MSRP:
SB-Article
Brand/Supplier
Unit of measure:

Weight

Technical Data

Bleeding

Capacity 10 Hr
Capacity 20 Hr

Cold start current CCA
Design

Energy

Filling quantity
Height

Length

Minus pole

Plus pole

Range of application
Screwing

Variant

Voltage

Width

print.footer.leftText

BMCTZ10SFAU
8058045040996
€64.22

No

Unibat

PIECE

3.43 kg

internal

8.6 Ah

9.0 Ah

190 A

MTF , ready-to-use
103.20 Wh
0.41

93.0 mm
150.0 mm
front right
front left
motorcycle
M6

Article

12V

87.0 mm
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